
SOLUBLE WOOL BLANKET

1200 C max

13-50 mm thk

96-160 kg/m3

Biomag™ bio-soluble wool blanket is the 

specially manufactured alkaline earth silicate 

wool (AES) with superior thermal insulating 

performance, the unique fiber wool blanket is 

double-needled with soft fiber and less skin 

irritation, excellent heat insulation is proved 

by low thermal conductivity, good fiber 

strength and thermal shock resistance.

Wide choices on dimension and density are 

available for flexible application and access

SFBK-1200



Soluble  Blanket Data Sheet

Technical Items

Classification Temperature

Max continuous working temperature

Color

Odor

Melting Point

Permanent Linear Shrinkage-1000  (1832 )

Density

kg/m3 64 96 128 160

Lb/ft3 4 6 8 10

Tensile Strength (kpa) 30 50 70 85

Thermal Conductivity-W/mk (BTU.in/hr/ft2/ )

Mean Temperature

400 752 0.12 (0.82) 0.10 (0.69) 0.09 (0.62) 0.09 (0.62)

600 1112 0.18 (1.24) 0.16 (1.11) 0.15 (1.03) 0.14 (0.97)

800 1472 0.30 (2.09) 0.25 (1.73) 0.22 (1.52) 0.20 (1.38)

1000 1832 0.43 (2.98) 0.36 (2.49) 0.30 (2.08) 0.28 (1.93)

Typical Chemical Composition (%)

SiO2

CaO

MgO

61-68

27-32

2-6

SFBK1200 / SFBK2300

1200  (2300 )

10 0  (1 2 )

White

Odorless

1300 (2372 )

1.3% (24 Hours)
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