
CERAMIC FIBER BLANKET

1430 C max

6-50 mm thk

64-160 kg/m3

Fiberthe m™ ceramic fiber blankets perform 

greatly in thermal insulation and refractory 

linings due to its advanced long spun fiber 

needling production technique, the blanket is 

characterized by superior chemical stability, 

low heat loss, superior resistance to thermal 

shock, good acoustic and thermal insulation. 

Multiple choices on density and dimension 

prop up the fine insulating performance in 

various industrial applications.

CFB-1100, CFB-1260, B-1260HP,  CFB-1350, CFB-1430



Technical Items CFB1100 / CFB2000

Classification Temperature

Working temperature limit

Melting Point

Permanent Linear Shrinkage

 (24 Hours at temperature)

Typical Density

kg/m3 96 128 64 96 128 160 64 96 128 160

lb/ft3 6 8 4 6 8 10 4 6 8 10

Tensile Strength(Kpa) 40 60 40 55 65 75 45 60 70 80

Psi 6 9 6 8 9 11 7 9 10 12

Thermal Conductivity-W/mk (BTU.in/hr/ft2/ )

600 0.19 0.18 0.20 0.19 0.18 0.17 0.19 0.18 0.16 0.15

(1112 ) 1.32 1.25 1.39 1.32 1.25 1.18 1.32 1.25 1.11 1.04

800 0.31 0.28 0.30 0.28 0.25 0.21 0.29 0.26 0.23 0.19

(1472 ) 2.15 1.94 2.08 1.94 1.73 1.46 2.01 1.80 1.59 1.32

1000 - - 0.40 0.39 0.35 0.32 0.39 0.37 0.31 0.29

(1832 ) - - 2.77 2.70 2.43 2.22 2.70 2.57 2.15 2.01

Chemical Composition (%)

Al2O3

SiO2

Fe2O3

AlKalis

Technical Items

Classification Temperature

Working temperature limit

Melting Point

Permanent Linear Shrinkage

(24 Hours at temperature)

Typical Density

kg/m3 64 96 128 160 64 96 128 160

lb/ft3 4 6 8 10 4 6 8 10

Tensile Strength(Kpa) 45 55 65 80 45 60 70 85

Psi 7 8 9 12 7 9 10 12

Thermal Conductivity-W/mk (BTU.in/hr/ft2/ )

600 0.23 0.21 0.18 0.17 0.20 0.19 0.18 0.16

(1112 ) 1.59 1.46 1.25 1.18 1.39 1.32 1.25 1.11

800 0.29 0.25 0.24 0.21 0.30 0.28 0.25 0.22

(1472 ) 2.01 1.73 1.66 1.46 2.08 1.94 1.73 1.53

1000 0.38 0.36 0.32 0.28 0.39 0.38 0.35 0.30

(1832 ) 2.63 2.50 2.22 1.94 2.70 2.63 2.43 2.08

Chemical Composition (%)
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ZrO2

AlKalis
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Ceramic Fiber Blanket Data Sheet



Ceramic Fiber Blanket - 1100°



Ceramic Fiber Blanket - 1260°



Ceramic Fiber Blanket - 1260°HP



Ceramic Fiber Blanket - 1350°



Ceramic Fiber Blanket - 1430°


